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8-10 KVA GENERATING SET INSTALLATION PLAN - TROLLEY WHEEL TYPE
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Dikkat / Warning ! :

1- Eksoz Cikisini mutlaka Agik havaya veriniz
( Exhaust Outlet must be open to Outside Air)
2-Semada gosterildigi gibi 1 1/4" Galvanizli Celik hortum Kullaniniz.

( As shown in the drawing, use 1 1/4" galvanized steel hose).

3- Jeneratdr Odasina Mutlaka 2 adet Havalandirma penceresi koyunuz.

(' You must open at least 2 Air Circulation Windows in the Gen Set Room.)
4- Jeneratér Odasi 6lclleri En= 180cm, Boy = 240cm Yiikseklik = 180 cm Kiigiik olmamalidir.
(Approx. Gen Set room should be minimum Width=180cm.,Length=240 cm. Height=180 cm.)

5- Jeneratdriin Yerine Montaji, mutlaka yetkili servisimizce yaptirilacak ve yerlestirme
plani servisimize onaylatilacak ve bir kopyasi fabrikamiza gonderilecektir.
(Installation of the Generating set must be made by our Authorised Serviceman

and a copy of approved of the installation plan must be sent to our factory.)

6- Onaylatiimis Yerlestirme plani dokumani ile Garanti belgesi birlikte saklanmalidir.
(Please keep approved installation plan document with warranty certificate.)

7- Yerlestirme Planinda belirtilen kurallara aynen uyulmalidir. Ayrica Bakim Kitabinda yazilan
Gunluk, Haftalik, Aylk Bakimlar eksiksiz yapilmalidir. Aksi Takdirde

GARANTIMIiZ GECERSIZDIR.

(All instructions must be followed according to our Installation plan otherwise. Also, Daily, Weekly,
Monthly Maintenace Instructions must be fulfilled written in our Operating Manual

In case of Failure OUR GURANTEE WILL NOT BE VALID / VOID.)




